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ST1302 DRYER
THE NEW ERA OF DRYING

LEADER IN EFFICIENCY
The ST1302 dryer is designed to dry with maximum energy 
efficiency. With a drying time of less than 15 minutes, and a 
consumption of 1,1 kWh per litre of evaporated water *, is a 
leader in efficiency and in environmentally friendly operation.

+
Circulating the air using the AXIAL 
FLOW system means there is 
no need to perforate the drum. 
Furthermore, this axial flow results 
in the drum being at a lower 
temperature than in radial dryers. 
These factors ensure a more gentle 
treatment of the linen than in 
traditional dryers, thereby extending 
its life.

MINIMUM CONSUMPTIONMAXIM 
CARE OF 
THE LINEN

MAXIMUM PERFORMANCE

The unique  AXIAL FLOW airflow 
(patented by Girbau), ensures that 
100% of the hot air passes through 
the linen, giving an extraordinary 
performance.

The AXIAL FLOW system ensures 
that the extraction is expelled at low 
temperatures (approx. 176°F). The 
performance is far above that of a 
conventional dryer with recovery system 
incorporated. 

The AXIAL FLOW system delivers 
more heating power to the linen than in 
conventional systems. 

With this technology the cooling phase 
time is reduced by 50%.

ECOFLOW:

15 min/cycle

1,1 kWh/l 

Girbau’s aim has been to manufacture the most efficient and most 
environmentally friendly dryer with the highest drying quality. 

ECOFLOW, the built-in air flow recirculation system, is a key to obtaining this 
(available in the GAS version).

In addition, the atmospheric burner modulates the delivery of heating power 
required, by adjusting it at all times to the needs of each drying phase cycle.

The recirculation system designed 
by Girbau ensures that the machine 
is highly efficient with minimum 
power consumption.

During the drying cycle the 
ECOFLOW system uses an 
adjustable port to re-circulate the 
flow needed to achieve optimum 
machine performance. 

Re-circulating around 80% of the 
nominal flow saves a significant 
amount of energy, since the air that 
is reused is at a high temperature.

80%
20%

*

(*) Conditions according to ISO 9398-2
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Recirculation



In addition to its maximum efficiency 
and minimum consumption, is able to 
complete a drying cycle in under 15 
minutes* (Load + Heating + Drying + 
Cool-down + Unload).

The graph shows all the phases of a 
drying process.

(*) Conditions according to ISO 9398-2 

The patented SPIROTILT system makes 
unloading very easy thanks to its tilted drum 
design with adjustable height helical blades.
This unique system allows linen to be 
unloaded at the same time as cleaning the 
filter. It also minimises air pollution in the 
laundry and heat loss during unloading.

SPIROTILT 
UNLOADING SYSTEM

BMT control  
Simple, visual and remote assistance

• STEAM AND THERMAL FLUID: 
Steam or thermal fluid coil ensures high performance and excellent efficiency. 

• GAS: 
Girbau’s extensive experience in machines with gas heating has been applied to optimising 
the maximum consumption of the dryer by fitting a modulating burner.

FASTER+ HEATING SYSTEMS

STURDINESS AND 
SIMPLICITY

The simplicity of its design and 
its sturdy construction ensure 
maximum durability with far 
less maintenance.

MINIMUM SPACE

The ST1302 Dryer is designed 
to make the most of available 
space. Maintenance is carried 
out through the front and 
back of the units, allowing 
the machines to be installed 
without leaving a space 
between them.

The filter self-cleaning system is 
designed to ensure outstanding 
performance of the dryer. 

This function is fully automated and 
integrated into the drying cycle. 
Thanks to Spirotilt, the operation 
takes place at the same time as the 
unloading procedure. In this way the 
dryer is in optimum condition at the 
beginning of each cycle.

EFFECTIVE
SELF-CLEANING
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The advanced BMT control software allows precise control of all the 
drying cycle settings. 

The PC controls the drying settings of all the Girbau dryers in the 
washing system. It has 36 programs, 7 of which are preset.  
 
The version ST1302, for continuous washing systems, BMT control 
incorporates Ghelp that provides remote assistence which speeds 
up tech support.



STAND-ALONE VERSION (OPL)
With the SUCTION LOADING option, the dryer provides compact, ergonomic and 
efficient drying that meets the drying requirements of laundries with medium to  
large-scale production, whether the process form a part of a batch washer or if the drying 
is performed by a stand-alone unit.

The ST1302 is programmed via a 
colour touch screen. It has 
36 programs, 7 of which are preset.

A system of graphical icons, 
common to all Girbau products, 
makes programming and running 
the dryer straightforward for 
operators.

TOUCH SCREEN

SUCTION LOADING is a loading system patented by Girbau that allows very easy and 
safe loading using a powerful suction system, together with fully automatic unloading, 
thus making the ST1302 ideal for maximum savings in ENERGY, TIME and LABOUR. 
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UNTANGLING STEAM THERM. OIL GAS

Drum dimensions Dry linen capacity 1/20 kg (lbs) 63 (139)

Dry linen capacity 1/25 kg (lbs) 50  (110)

Volume lit. (gal) 1.266 (334,44)

Diameter mm (in.) 1.270 (50)

Length mm (in.) 1.000 (39,4)

Machine dimensions Width L mm (in.) 1.640 (64,6) 1.675 (65,9) 1.640 (64,6)

Depth P without suction loading mm (in.) 2.150 (84,6)

Depth P with suction loading mm (in.) 2.485 (97,89

Height H Loading height 1.805mm (71) H’ mm (in.) 3.380 (133)

Loading height 1.960mm ( 77,2) H’ mm (in.) 3.535 (139,2)

Loading height 2.210mm (87) H’ (OPL) mm (in.) 3.785 (149)

Loading height 2.455mm (96,6) H’ mm (in.) 4.030 (158,7)

Loading height 2.585mm (101,8) H’ mm (in.) 4.160 (163,8)

Loading height 2.710mm (106,7) H’ mm (in.) 4.285 (168,7)

Mininum height of ceiling mm (in.) 3.985 (156,9)

Weight Net weight of the machine kg (lbs) 1.300 (2.866) 1.500 (3.307)

Exhaust Ø Steam exhaust connection mm (in.) 355 (14)

Electric power  220-415V / 50Hz three-phase kW 2,2 5,9 6,5

 240-480V / 60Hz  three-phase kW 2,2 6,6 7,2

Heating capacity Heating capacity kW - 150 169

Certifications Auto-certifications Directive 2006/42/CE, 2006/95/CE, 2004/108/CE

Certifications Gas apparatus directive  2009/142/CE

Girbau S.A. reserves the rigth to change design and/or specifications without notice



HEADQUARTERS
GIRBAU, S.A. Ctra de Manlleu, km. 1 - 08500 Vic (Barcelona) Spain - girbau.com
Tel. (+34) 93 886 2219 - Fax (+34) 93 886 0785 - sales@girbau.com

BRANCHES
Argentina - Buenos Aires -Tel. +54-1 149017600 - girbauargentina@girbau.com.ar
Australia - Sydney - Tel. +61 2 96755860 - sales@girbau.com.au
Brazil - Sao Paulo - Tel. +55 11-29820446 - girbaudobrasil@girbau.com.br
Cancún (Mex.) - Tel. (+52) 998 884 0517 - administracionmexico@girbau.com
China - Shenzhen & Hong Kong - Tel. +86-755-8211 1330 – info@girbau.com.cn
Cuba - La Habana - Tel. (+53-7) 8662071 al 73 - girbau@girbau.co.cu
Dominican Rep. - Punta Cana - Tel. +1 809-959-0615 - infodominicana@girbau.com
France - Roissy (Paris) - Tel. +33 1-49388585 - infofrance@girbau.com
Germany - Ratingen - Tel. +49 2102  9934619 - girbaugermany@girbau.com
Italy - Marcon (VE) - Tel. +39 0418654330 - infoitaly@girbau.com
Portugal - Porto - Tel. +351 22 3758909 - vendasportugal@girbau.pt
U.A.E. - Dubai - Tel. +971 4-8839951 - sales@girbau.ae
U.K. - Hitchin - Tel. +44(0)-1462 427780  - info@girbau.co.uk
U.S.A. - Oshkosh, Wi  & Los Angeles, Ca - Tel. +1(920) 2318222 - info@continentalgirbau.com

See video

E&B
EASY & BEST 
SOLUTIONS

EASY AND  
SUSTAINABLE  
SOLUTIONS

We propose a new way of 
working, aimed at achieving 
the best solution in the 
easiest way possible.

Just let us know your 
production requirements.
We will take care of the rest.

Easy and best
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